
COMPACTED

TEMPORARY COMPACTED BERM

INSTALLATION NOTES

1. COMPACTED BERM MUST BE A MINIMUM
HEIGHT OF ONE FOOT. BASE WIDTH IS
DETERMINED BY HEIGHT.

2. COMPACTED BERMS MUST BE ADEQUATELY
COMPACTED. NOT ALL SOILS ARE SUITABLE
FOR COMPACTED BERMS.

3. INSTALL COMPACTED BERMS ALONG
CONTOUR; DO NOT INSTALL PERPENDICULAR
TO SLOPE.

4. THE MAXIMUM TRIBUTARY DRAINAGE AREA
PER 100 LINEAR FEET OF COMPACTED BERMS
SHALL BE Y4 ACRE.

MAINTENANCE NOTES

1. FREQUENT OBSERVATIONS AND MAINTENANCE ARE
NECESSARY TO MAINTAIN CONTROL MEASURES IN EFFECTIVE
OPERATING CONDITION. INSPECTIONS AND CORRECTIVE
MEASURES SHOULD BE DOCUMENTED THOROUGHLY.

2. ACCUMULATED SEDIMENT MUST BE REMOVED WHEN THE
HEIGHT REACHES Y OF THE DESIGN DEPTH OF THE BERM.
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